


View through a pane of
machine-made glass 

The "Light" type of Restora-
tion Glass exhibits a soft and 
even movement.

Zum Vergleich, das Restaurations-
glas “stark“ mit einer intensiveren 
Bewegung im Glas.

Technique and Colours

Two types of Restoration Glasses are 
available: 

The “Light” variety with an even surface 
movement is available in sizes of approx. 
85x100 cm and a thickness of approx. 2 mm.

The “Full” variety of Restoration Glass shows 
a more pronounced surface movement. This 
type of glass is produced in sizes of approx. 
60x90 cm and is approx. 3 mm thick.

Glasses of this type are normally clear. 
However, they can be delivered by request 
in all the coloured tints of mouthblown 
LambertsGlas®. The special annealing process 
allows both types of glass to have excellent 
cutting properties and be easily processed.

By tradition, Restoration Glass produced 
in pale shades of colour, normally with a 
greenish tint, has been called “Waldglas”                 
(“forest-glass”).

Custom-made sizes are also available 
on request. Please contact us for further              
information.

Original Lamberts Restoration Glasses can 
be incorporated into double- or triple-glazed 
units thus ful� lling today’s requirements for 
heat and sound insulation. LambertsGlas® 
can also be � tted as the middle pane into a 
triple-glazed unit.
                
Sound-insulating double-glazed glass units of  
less than 12 mm in thickness can be installed 
in narrow pro� le historic windows. This type 
of installation has reached a heat-insulation  
coef� cient of 1.5. 

The Frauenkirche in Dresden, 
Glazed with "Full Restoration"

The Orangry at Castle Hof, 
Glazed with green tinted "Waldglas"

APPLICATIONS. 

Restoration Glasses are produced 
by means of the traditional mouth-
blown method. The ”Light” type 
of Restoration Glass is swung over 
a deep pit during the blowing 
process. The large red-hot balloon 
of glass must be kept smoothly 
rotating at a steady pace. This 
requires a good deal of experience,                                                           
physical strength and craftsmanship                                                          
on the part of the glassblower.                                                          
The result is a well-proportioned                                                           
glass-cylinder which will be scored 
lengthwise, heated again, opened 
and ironed out into a  � attened 
sheet of glass.

For comparison: The "Full" 
type of Restoration Glass 
exhibits a more pronounced 
surface movement in the 
glass.
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PRODUCTION.

Insulated glass with "Full" Restoration 
Glass

View through a "Waldglas" windowpane


